
Accessories for KarryKrimp® 1 and KarryKrimp® 2
For use with Karrykrimp 1 crimping press

Machines
Parkrimp® System

Crimping
Accessories

Catalogue 4400/UKEa-5
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Hand pump  
82C-2HP

Working pressure max. 70 MPa
Dimensions L 530 x W 121 x H 178 mm
Weight 4.1 kg
Usable oil capacity 900 ccm
Lever force 42 kg
Part Number 82C-2HP

For use with KarryKrimp 1 and KarryKrimp 2 crimping presses

Hand pump  
85CE-0HP

Working pressure max. 70 MPa
Dimensions L 580 x W 150 x H 195 mm
Weight 10.7 kg
Usable oil capacity 2200 ccm
Lever force 35 kg
Part Number 85CE-0HP

Turbo air pump  
85C-0AP

Working pressure 70 MPa
Dimensions L 350 x W 170 x H 210 mm
Weight 8.2 kg
Usable oil capacity 2080 ccm
Connection air 1/4-18 NPTF thread
Part Number 85C-0AP

Power pump  
82CE-0EP

Working pressure 70 MPa with 3/2 hand valve
Dimensions L 244 x W 244 x H 362 mm
Weight 10.0 kg
Usable oil capacity 1900 ccm
Connection 230 V / 50/60 Hz / 10 A
Part Number 82CE-0EP

Air Hydraulic pump  
85CE-XAM 
 
Optional: Manual lever 
Part Number 
85CE-XA-LK1

Working pressure 70 MPa
Dimensions L 351 x W 260 x H 152 mm
Weight 8.8 kg
Usable oil capacity 1000 ccm

Connection
air: 1/4-18 NPTF female 

oil: 3/8-18 NPTF female; 90° swivel

Part Number 85CE-XAM

Bench Power Unit  
85CE-1PE 

Working pressure 70 MPa
Dimensions L 425 x W 525 x H 460 mm
Weight 62 kg
Usable oil capacity 8000 ccm 
Electrical power 230 V / 50/60 Hz / 10 A
Part Number 85CE-1PE

Hose Assemblies 82CE-00L (DN06)  
resp. 85CE-00L (DN10) 
Hose assembly to connect  
pump to the press

Working pressure max. 70 MPa
Length 1830 mm
Port size 3/8-18 NPT male, coupling 3/8”
Part Number 82CE-00L resp. 85CE-00L


