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Medium Pressure Parkrimp No-Skive Fittings
High Pressure Cleaning 46/48 Series

PW Male Karcher

Rigid = Straight

Part Number

46 series 48 series
1PW46-10-4 | 1PW48-104 | 6 | 1/4 | -4 | 64 | 10 \ 60 \ 36
1PW46-11-4 | 1PW4g-11-4 | 6 | 1/4 | -4 | 64 | 11 \ 60 \ 37
1PW46-10-5 | 1Pw4gs-10-5 | 8 | 5116 | -5 | 79 | 10 \ 60 \ 36
1PW46-11-5 | 1PW4g-11-5 | 8 | 516 | 5 | 79 | 11 \ 61 \ 37
1PW46-10-6 | 1PW48-10-6 10 3/8 6 | 95 | 10 \ 60 \ 37

Rubber hand grip Part-No. WKS-X-XXX in black or blue please find on page Eb-17.

1PWxx-11-x = with ball bearing as shown above
1PWxx-10-x = without ball bearing

Approved fitting series for hose types, depending on size:  Also avaiable in stainless steel. Details can be found in CAT 4400.1/UK
Dlﬁ or Glﬁ 441 4LIRH 461LT 462 462ST 462CLFE 462TC 462ST 629PU 692PU Twin

';ﬁ‘ 463 492 492ST 492TC 692 692Twin 692TC BCH1
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471TC 477 477ST 477TC 477RH 487 487ST 487TC 493 787 787TC 787ST 797 7971C 797ST 811 881

m Cd-46 Catalogue 4400/UK
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